
Light emitting colour:
Epoxy case colour:
Viewing angle (2ϕ /2 ):

Maximum ratings (Ta = 25°C)

 Symbol  Rating Unit
  mA
   V
  °C
  °C

Electro- Optical Characteristics ( Ta = 25°C )

 Symbol    Test condition
IF = 20mA
VR =  5V    -  -
IF = 20mA
IF = 20mA
IF = 20mA

GaP

Ref.Nr:

Änderung: Datum: Name: Gez.: Gepr.: Datum:

©  (OSHINO LAMPS  GmbH)

  

1.7
     min.

HW KP
Artikelserie: 

     typ.

Bezeichnung:

LED 700 / 17.12

 IR

 -20 .. +80

   max.

-30 .. +100

 VF

λ p -
2,4/6,0 mcd

Reverse Current
Luminous Intensity R/G

 

Peak Wavelength  G

Characteristics
Design Voltage

  IF
 VR

Topr

Tstg

Operating Temperature Range
Storage Temperature Range

Forward Current (DC)
Reverse Voltage

16.03.2005

1.8/2.0 2.6
-
-

697 nm -

LED, 3mm , bicolor red/green, cylindrical

-565 nmλ p
Peak Wavelength  R

RG 30260

4/10 mcd

-

 IV

OSHINO LAMPS  GmbH

Characteristics

-

Red / Green
white diffused
70°
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